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NHA
 Low Headroom Hoist

NHA-D
Double Girder Hoist

NH
A

Capacity
(t)

Lifting Height
(m)

Lifting Speed
(m/min)

Rope
Reeving

Lifitng Power
(kW)

Travel Speed
(m/min)

Travel Power
(kW)

H
(mm)

C
(mm)

 Rail Gauge
S(mm)

2 6/9/12/15/18 4.8/0.8 4/1 3.6/0.55 20/5 0.25×2 3m M6 500 420 1400~2000
3 6/9/12/15/18 4.8/0.8 4/1 3.6/0.55 20/5 0.25×2 2m M5 500 420 1400~2000
5 6/9/12/15/18 4.6/0.8 4/1 6.1/0.9 20/5 0.25×2 2m M5 520 425 1400~2000
6 6/9/12/15/18 4.6/0.8 4/1 6.1/0.9 20/5 0.37×2 1Am M4 520 425 1400~2000
8 6/9/12/15/18 4.2/0.7 4/1 9.0/1.4 20/5 0.37×2 3m M6 550 580 1400~2000
10 6/9/12/15/18 4.2/0.7 4/1 9.0/1.4 20/5 0.37×2 2m M5 550 580 1400~2000
10 6/9/12/15/18 0.6~3.5 4/1 9.6 20/5 0.37×2 2m M5 550 580 1400~2000

12.5 6/9/12/15/18 4.6/0.8 4/1 11.0/1.8 20/5 0.64×2 1Am M4 550 580 1400~2000
12.5 6/9/12/15/18 0.8~4.9 4/1 13 20/5 0.64×2 1Am M4 550 580 1400~2000
16 6/9/12/15/18 3.5/0.6 4/1 15/2.3 20/5 0.96×2 2m M5 720 920 1400~2400
20 6/9/12/15/18 3.5/0.6 4/1 15/2.3 20/5 0.96×2 1Am M4 720 920 1400~2400
20 6/9/12/15/18 3.5/0.6 8/2 15/2.3 20/5 0.96×2 2m M5 720 920 1800~2700
20 6/9/12/15/18 0.6~3.7 8/2 16 20/5 0.96×2 2m M5 720 920 1800~2700
25 6/9/12/15/18 3/0.5 12/2 17/2.8 20/5 1.1×2 2m M5 850 800 1800~3800
25 6/9/12/15/18 0.5~3.1 12/2 19 20/5 1.1×2 2m M5 850 800 1800~3800
32 6/9/12/15/18 2.7/0.5 12/2 17/2.8 20/5 1.5×2 1Am M4 850 800 1800~3800
32 6/9/12/15/18 0.4~2.5 12/2 19 20/5 1.5×2 1Am M4 850 800 1800~3800
32 6/9/12/15/18 3.4/0.8 16/2 22/5.5 20/5 1.5×2 3m M6 1025 800 1800~3800
32 6/9/12/15/18 0.9~3.9 16/2 30 20/5 1.5×2 3m M6 1025 800 1800~3800
40 6/9/12/15/18 2.6/0.7 16/2 22/5.5 20/5 1.5×2 2m M5 1025 800 1800~3800
40 6/9/12/15/18 0.7~3.5 16/2 30 20/5 1.5×2 2m M5 1025 800 1800~3800
40 6/9/12/15/18 0.8~4.0 12/2 40 20/5 1.5×2 2m M5 1025 800 2200~3800
50 6/9/12/15/18 2.1/0.5 16/2 22/5.5 20/5 2.2×2 1Am M4 1090 800 1800~3800
50 6/9/12/15/18 0.8~4.0 12/2 40 20/5 2.2×2 1Am M4 1090 800 2200~3800
63 6/9/12/15/18 0.7~3.0 12/2 40 20/5 3×2 1Am M4 1090 800 2200~3800

Work Duty
FEM/ISO

Capacity
(t)

Lifting Height
(m)

Lifting Speed
(m/min)

Rope
Reeving

Lifitng Power
(kW)

Travel Speed
(m/min)

Travel Power
(kW)

H
(mm)

C
(mm)

Rail Gauge
B(mm)

2 6/9/12/15/18 4.8/0.8 4/1 3.6/0.55 20/5 0.64 3m M6 210 556 150-300

3.2 6/9/12/15/18 4.8/0.8 4/1 3.6/0.55 20/5 0.64 2m M5 210 556 150-300

5 6/9/12/15/18 4.6/0.8 4/1 6.1/0.9 20/5 0.64 2m M5 260 596 200-350

6.3 6/9/12/15/18 4.6/0.8 4/1 6.1/0.9 20/5 0.64 1Am M4 260 596 200~350

8 6/9/12/15/18 4.2/0.7 4/1 9.0/1.4 20/5 0.95 3m M6 325 750 200-410

10 6/9/12/15/18 4.2/0.7 4/1 9.0/1.4 20/5 0.95 2m M5 325 750 200~410

12.5 6/9/12/15/18 4.6/0.8 4/1 11.0/1.8 20/5 0.95 1Am M4 325 750 200-410

16 6/9/12/15/18 3.5/0.6 4/1 15/2.3 20/5 0.95×2 2m M5 400 920 300~450

20 6/9/12/15/18 3.5/0.6 4/1 15/2.3 20/5 0.95×2 1Am M4 400 920 300-450

Work Duty
FEM/ISO
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